
Datum on benchmarks 
All benchmarks with a Township name and number are on 1929 
datum:. 
All benchmarks with a four-digit number are on 1988 datum: 
 
 
DECATUR 2    Destroyed 6/21/05 TG 
 
General coordinates: 3000S & 3800W 
Sec. 29-15-3:  USC & GS BM # N-64 1946, a bronze disk stamped, in the concrete post NW corner of 
the intersection, 44' NW of the centerline of S.R.# 67, 48' W of the centerline of Holt Road, 16.5' SE rail 
of Penn RR track and about 1.5' higher than the highway.  

ELEV.  694.408 
 
DECATUR 2A   Destroyed 6/21/05 TG 
 
General coordinates: 3351S & 4000W 
Sec. 29-15-3: SW corner of concrete porch slab of one story block and frame house at 3351 S. Tibbs 
Avenue at Murray Street. Run in From BM 2. 
 ELEV.  691.48 
 
DECATUR 4  Destroyed 6/21/05 TG 
 
General coordinates: 4000S & 5500W 
Sec. 25-15-2:  USC & GS 1945: Concrete post with USC & GS azimuth mark disk stamped, "Mills" 
1939, USC & GS 1945, NW corner of intersection, 27' SW of S rail of RR, 6' SW of Indiana Power 
Company pole #34M. ELEV.  738.226 
 
DECATUR 9   Destroyed 6/21/05 TG 
 
General coordinates: Thompson Road @ Tincher Road 
Sec. 36-15-2: USC & GS BM 1945: Chiseled cross painted 743.3 USC & GS 1945, NW corner of 
intersection on V-shaped headwall.  ELEV.  743.23 
 
DECATUR 10   Destroyed 6/21/05 TG 
 
General coordinates: 6600W & 5500S 
Sec. 2-14-2: Indiana State Highway Comm. MAR G-44: a bronze marker in the SE headwall of the 
extension of a 6 foot concrete box culvert, State highway Structure #50, about 18' SE of the centerline of 
SR 67 and about 4' lower than the highway level in SE headwall of extension of above indicated box. 
SAME as D-35 ELEV.  753.25 
 
DECATUR 13  Destroyed 6/21/05 TG 



 
General coordinates: 4400W & 5500S 
Sec. 6-14-3 : USC & GS BM 1945 116-M, 722:  A chiseled square, painted, on concrete post with tablet 
stamped, 116-M, 722, 1945, USC & GS, 20' E of Mann Road, 15' N of Epler Avenue, 2' W of wire 
fence.  ELEV.  721.22 
 
DECATUR 14  Destroyed 6/21/05 TG 
 
General coordinates: 5300W & 6500S 
Sec. 7-14-3: USC & GS 1945, a chiseled square, painted, 703.3, USC & GS 1945, NW corner of 
intersection, 40' SE of Joe Rand Beckett's mail box on concrete headwall. Checked by Indiana Flood 
Control and Water Resources Comm, 6/23/59. ELEV.  703.26 
 
DECATUR 15   Destroyed 6/20/05  TG 
 
General coordinates: 5300W & 7000S 
Sec. 18-14-3: USC & GS BM 1945, a chiseled square, painted, 691.8 USC & GS 1945, NE corner 
of intersection in front of Service Station on concrete headwall.    

ELEV.  691.80 
 
DECATUR 16 
 
General coordinates: 8500W & 6500S 
Sec. 9-14-2: USC & GS BM G-64: A bronze disk in concrete post, 66' NW of the centerline of SR 
67, 58' NE of the centerline of the Camby Road, 12.5' NE of highway R/W marker, about level with 
the highway.7’ NE of warning sign with survey marker sign on it. 24’ east of tracks. Checked by 
Indiana Flood Control and Water Resources Comm. 6/23/49. ELEV.  779.099 
 
DECATUR 16A   Destroyed 6/20/05 TG 
 
General coordinates: 6500S & 8500W 
Sec. 9-14-2:  SW corner of bottom step of entrance to 8920 W. Flynn Road, a one-story brick home.ELEV.  753.54
 
DECATUR 16B    Destroyed 6/20/05   TG 
 
General coordinates: 5500S & 8300W 
Sec. 4-14-2:  NW corner of concrete porch slab of one story frame house 5612 Flynn Road and 
Colonial Road. ELEV.  785.97 
 
DECATUR 17   Destroyed 6/20/05  TG 
 
Sec. 16-14-2:  USC & GS BM F-64, 1946: A bronze disk, stamped, set in the top of the center of the 
NW headwall of a 3' concrete box culvert, about 30' N of the centerline of SR 67 and 6' below the 
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highway level.  Levels checked by Indiana Flood Control and Water Resources Comm. 6/23/59 
 ELEV.  763.988 
 
DECATUR 17A   Destroyed 6/20/05  TG 
 
General coordinates: 8500W & 8500S 
Sec. 16-14-2: 6"x6" inside of NE corner of a 22'x12' concrete slab at main entrance to Friendswood 
Baptist Church on SR 67 in Camby. ELEV.  750.49 
 
DECATUR 17B  Destroyed 6/20/05 TG  
General coordinates: 8000S & 9300W 
Sec. 21-14-2: A chiseled square on N end of E 15' headwall, 0.7 miles S of Mooresville Road on W. 
County Line Road.  ELEV.  767.95 
 
DECATUR 17C  Destroyed 6/20/05 TG 
 
General coordinates: 8300W & 9000S 
Sec. 21-14-2: a chiseled square in center of S 19' concrete handrail on concrete bridge over Trotter 
Creek on S. County Line Road. ELEV.  746.33 
 
DECATUR 17D 
 
General coordinates: 8300W & 9000S 
Sec. 22-14-2:  NE corner of S concrete headwall, 20' long about 0.2 mile W of Trotter Road and S 
County Line Road. ELEV.  780.18 
 
DECATUR 17E   Destroyed 6/20/05  TG 
 
General coordinates: 8300W &  9000S 
Sec. 22-14-2: Large road nail set in N side of PwP#29 at SW quarter of Trotter Road and S County 
Line Road.  ELEV.  800.09 
 
DECATUR 17F 
 
General coordinates: S8500-8300W 
Sec. 22-14-2:  NW corner of steel grate of inlet at SE Q of Ralston Road and Trotter Road.  

               ELEV.  799.52 
 
DECATUR 17G 
 
General coordinates: 8000S & 8300W 
Sec. 22-14-2:  NW corner of concrete porch slab of one story frame house at SE Q of Trotter Road 
and Mooresville Road. ELEV.  796.19 
 
DECATUR 17H    Destroyed 6/20/05  TG 
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General coordinates: 7000S & 8300W 
Sec. 16-14-2:  Center of concrete porch 2" N of S edge of slab at S side one story brick house on 
Camby Road 500' E of SR 67. ELEV.  778.32 
 
DECATUR 18   Destroyed 6/20/05  TG 
 
General coordinates: 5200W & 7500S 
Sec. 18-14-3:  USC & GS BM 114 M 706, 1945, Concrete post with tablet stamped, 110' NW of 
M. Connor's mail box, 10' S of Lane E., 25' W of Mann Road, 4' S IPL pole, 5-776, at entrance road 
to Mann Hill. Reference mark: 125' S of tablet, 15' W of road, 10' S of driveway to barn on concrete 
wall.  ELEV. 705.808 also ELEV.  707.92 
 
DECATUR 19   Destroyed 6/20/05  TG 
 
Sec. 24-14-2: USC & GS BM 1945: a chiseled square painted, 676.0, 0.5 miles N of County Line 
Road, W side of Mann Road on headwall concrete bridge. Centerline on W handrail Decatur Twp. 
bridge #80, 150' N of Ralston Road (See card #28, Decatur). ELEV.  676.04 
 
DECATUR 19A 
 
General coordinates: 6403W & 8500S 
Sec. 23-14-2:  SW corner of bottom concrete step on W side of front porch of two story block house 
6403 Ralston Road at SE corner Ralston and Cox. 
 ELEV.  707.69 
 
DECATUR 19B  Destroyed 6/20/05  TG 
 
General coordinates: 7227W & 8500S 
Sec. 23-14-2:  NE corner of bottom step, E side of front porch of a one story frame house 7227 
Ralston Road near Paddock Road.  ELEV.  762.48 
 
DECATUR 19C    Destroyed 6/21/05  TG 
 
General coordinates: 6800W & 7500 S 
Sec. 14-14-2:  NW corner of bottom step at front of one story brick 7799 Mooresville Road in West 
Newton. ELEV.  738.25 
 
DECATUR 19D 
 
General coordinates: 7000S & 6600W 
Sec. 14-14-2:  A chiseled square on top of W end of S sidewalk of Southport Road bridge over 
Goosecreek, 100' E of Mooresville Rd.                                         ELEV. 713.72 
 
DECATUR 19E 
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General coordinates: 7000S & 6600W 
Sec. 14-14-2:  NE corner of bottom step at front entrance of one story frame house 7010 Mooresville 
Road at SW corner of Camby Road.                                  ELEV. 735.22 
 
DECATUR 19F   Destroyed 6/21/05   TG 
 
General coordinates: 5737W & 7500S 
Sec. 13-14-2:  A chiseled square on S end wingwall of E headwall at 5737 W. Southport Road.ELEV.  700.82 
 
DECATUR 19G 
General coordinates: 6000S & 6300W 
Sec. 2-14-2:  W bonnet nut of hydrant at NW corner of Milhouse Road at Mooresville Road.  

 ELEV.  
747.64 
 
DECATUR 20   Destroyed 6/21/05   TG 
 
General coordinates: 5000S & 6300W 
Sec.  35-15-2:  USC & GS, V-64, 1946, A standard disk 0.8 miles N along High School Road from 
the crossroads at Valley mills, about 150' S of the T-junction of Hanna Avenue at a 10' concrete box 
culvert, in the top of the S end of the E headwall, 10' E of the centerline of the road, and about 2' higher 
then the road.  ELEV.  755.822 
 
DECATUR 23 
 
General coordinates: 7000S & 8300W 
Sec. 14-14-2:  A painted chiseled triangle, about 1.55 miles E of Camby Road, 1.5  miles E along 
Camby Road, from its intersection with SR 67 in Camby to a 45' concrete bridge over Goose Creek, 
set in the top of the E end of the S cement guardrail of the bridge, 13' S from the centerline of the road, 
4.3' W from the E end of the S guardrail, 3.4' above the road.BM is .3 east of Mendenhall Rd.  
 ELEV.  728.000 
 
DECATUR 24  Destroyed 6/21/05  TG 
 
General coordinates: 5000W & 7000S 
Sec. 7-14-3:  State Flood Board TBM "WHR 211": A painted chiseled square set in the top at the W 
end of the S sidewalk of the bridge, 53.7' NE of the SW edge of the SW metal guardrail, 1.6' above 
road, 1.4' N of the N edge of the S concrete guardrail, 0.4' S of the N edge of the S sidewalk, next to 
the dedication placque on bridge.  ELEV.  690.288 
 
DECATUR 25  Destroyed 6/21/05  TG 
 
General coordinates: 5300W & 7000S 
Sec. 7-14-3: State Flood Board TBM "WHR 210": A painted chiseled triangle set in the top of the N 
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headwall of an 18" pipe culvert under Southport Road, 25.0' E of the centerline of Mann Road, 21.0' 
S- SE of the S-SE corner of a telephone booth, 15.0' NE of the centerline of Southport Road, 0.6' W 
of the SE edge of the headwall, 0.5' N of the SW edge of the headwall. ELEV.  691.880 
 
DECATUR 26 
 
General coordinates: 5300W & 7500S 
Sec.  18-14-3: State Flood Board TBM "WHR 209": A painted chiseled cross set in the top of a W 
headwall of 24" pipe culvert, 18.0' N of the centerline of Farm Lane E, 15.5' W of the centerline of 
Mann Road. 1.5' above road, 0.5' S of the N edge of headwall, 0.5' E of the W edge of the headwall. 
BM is 24 feet S of driveway to 7430 Mann Rd.  ELEV.  698.804 
 
DECATUR 27 
 
General coordinates: 5300W & 8000S  
Sec. 18-14-3:  USC & GS BM 114 M 1945 706, State Flood Board, a bronze disk set in the top of a 
concrete post,  22.0' W of the centerline of Mann Road., , 2.5' S of PwP#5-776, 1.5' below road, SW 
Q  Sec. 18-14-3. SE Corner of Southwestway park soccer fields with survey marker post.         
                  ELEV. 705.794 
 
DECATUR 28  Destroyed 6/21/05  TG 
 
General coordinates: 5300W & 8500S 
Sec. 24-14-2: USC & GS TBM 83/Ll State Flood Board, a painted chiseled square set in the top of 
the NW headwall, 160' NE of junction of Ralston Road and Mann Road, 23.5' SW of the NE end of 
the NW headwall, 16.0' NW of the centerline of Mann Road. See Card #19, Decatur.  ELEV.  676.038 
 
DECATUR 29  Destroyed 6/21/05  TG 
 
General coordinates: 8500S & 5300W 
Sec. 24-14-2:  State Flood Board TBM "WHR 208 62", a railroad spike driven through an aluminum 
tag set in the N side of a 30" Elm tree, 32.0' E of the centerline of Mann Road, 12.7' E of a corner 
fence post, 3.8' N of fence line, 3.6' E of a N-S fence line, 0.8' above ground.           
          ELEV.  712.765 
 
DECATUR 30   Destroyed 6/21/05 TG 
 
General coordinates: 7000S & 7300W 
Sec. 10-14-2: USC & GS Datum, County BM : a cut square in W end of N concrete wingwall of 
culvert on Camby Road +/- 200' E of Mendenhall Road. 

ELEV.  741.500 
 
DECATUR 31   Destroyed 6/21/05  TG 
 
General coordinates: 6500S & 7300W 
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Sec. 11-14-2: USC & GS Datum, County BM, a cut square on top of N concrete guardrail at W end 
of Mills Road bridge over Goose Creek +/- 1000' E of Mendenhall Road.                                            
         ELEV.  751.28 
 
DECATUR 32       
NEW NUMBER DECATUR 23005 
 
General coordinates: 5300W & 3500S 
Sec. 30-15-3: Indiana State Highway Comm. bronze disk, stamped MAR G-32,   
N side of SR 67, 250' NE of Mann Road in top of W end N-side of reinforced concrete bridge over 
Dry Creek. ELEV.  707.10 
 
23005 
BENCHMARK NUMBER: 23005 
General coordinates: 3500S  & 4200W 
DECATUR TOWNSHIP 
MAYWOOD QUAD 
Section 30 Township 15 Range 3 
 
BENCHMARK IS: INDIANA STATE HIGHWAY TABLET 
 
Description of benchmark location: 
 
Benchmark is 250 feet north of the intersection of Mann Road and State Road 67 
(Kentucky Avenue). Benchmark is a standard Indiana State Highway tablet set in the west 
end of the north side of the reinforced concrete span bridge of SR.67 over Seerley Creek. 
Benchmark is stamped MAR G-32.  
ELEVATION: 215.524 METERS STATE HIGHWAY 
ELEVATION: 215.401 METERS ERRONEOUS 
ELEVATION: 215.395 METERS CORRECT MCSO from NGS C-65. 
 
Date: Circuit was run in August 1997.    B.M. Circuit was run from NGS C-65 
DECATUR TOWNSHIP LOOP #1 
Error & adjustment of LOOP ADJUSTED 6-23-99 A 0.023-m difference between published NGS 
data at C-65 and G-64. Difference was pro-rated equally among the turns. 
 
NAVD '88 
 
ELEVATION: 215.395 METERS 
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DECATUR 33 
 
NEW NUMBER DECATUR 23007 
 
General coordinates: 5300W & 3500S , Section 30-15-3 : Maywood Quad: 
Indiana State Highway Commission bronze disk, STAMPED MAR G-33,  Kentucky Avenue 0.6 mile 
SW of Holt Road on top of the SW end of the NW curb on Kentucky Avenue bridge over Mars Ditch. 
Run June, 1999 NAVD '88. MCSO FROM DECATUR 23005. SEE LAST PAGE. 
 WAYNE TOWNSHIP LOOP # 1 
 ELEVATION 212.414 METERS 
 
DECATUR 34   Destroyed 6/21/05  TG 
 
General coordinates:  7300W & 6000S 
Sec. 3-14-2:  Indiana State Highway Comm, bronze disk, stamped MAR G-43, 
SW corner of intersection of SR 67 and Mendenhall Road on top of W wingwall of 12' long Goose 
Creek culvert. ELEV.  776.12 
 
DECATUR 35    Destroyed 6/21/05  TG 
 
General coordinates: 5500S & 6800W 
Sec. 2-14-2: Indiana State Highway Comm, bronze disk, stamped MAR G- 44, 
S side of SR 67 at School Creek at SR 67, top of SW end of 6x6' box culvert. Same as D-10.ELEV.  753.25 
 
DECATUR 35A  Destroyed 6/21/05  TG 
 
General coordinates: 7826 W & 5000S  
Sec. 34-15-2: NW corner of a 5' long concrete headwall on N side of 7826 W. Thompson Road at 
the E property line of a one story frame house.  
 ELEV.  793.38 
 
DECATUR 36 
 
General coordinates: 4000S & 6000W 
Sec. 25-15-2:  Indiana State Highway Comm, bronze disk, stamped MAR G-87, 
I-70 and I-465 set in the E end of the S sidewalk of W bound approach bridge of I-70 over I-465 
West. ELEV.  774.37 
 
DECATUR 37 
 
General coordinates:  4500S & 5700W 
Sec. 36-15-2:  Indiana State Highway Comm, bronze disk, stamped MAR G-89, 
set in S end of W sidewalk of S bound lane bridge on I-465 over SR 67 and the Penn RR also 25' N 
of S end of sidewalk. ELEV.  781.95 
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DECATUR 38   Destroyed 6/21/05 TG 
 
General coordinates: 4500S & 5700W 
Sec. 36-15-2: Indiana State Highway Comm, bronze disk, stamped MAR G-90, 
set in E end of N sidewalk of bridge on Mooresville Road and Tincher Road overpass of I-465 
approximately 17.2' W of E end.  ELEV.  769.25 
 
DECATUR 40  Destroyed 6/21/05  TG 
 
General coordinates: 4000W & 5000S 
Sec. 32-15-3:Indiana State Highway Comm. a bronze disk, stamped MAR G-92: 
set in the W end of a N concrete handrail of W bound I-465 bridge over State Ditch about 1.8 miles S 
of SR 67. ELEV.  678.33 
 
DECATUR 40A 
 
General coordinates: 4000W & 5000S 
Sec. 32-15-3: A chiseled square at SE corner of concrete slab of lift station, 125' W of centerline of 
Foltz Street, 75' S of centerline of Highland Drive. ELEV.  687.74 
 
DECATUR 41   Destroyed 6/23/05  TG 
 
General coordinates: 3800W & 5000S 
Sec. 32-15-3  Indiana State Highway Comm. a bronze disk, stamped MAR G-93 
set 16.5' E of W end of N sidewalk of W bound lane bridge of I-465 over White River about 2.2 miles 
S of SR 67 on I-465. ELEV.  686.38 
 
DECATUR 42 
 
General coordinates: 6300W & 4000S 
Sec. 25-15-2: Indiana State Highway Comm, a bronze disk, stamped MAR G-94 
set on NW corner of the bridge on Hanna Avenue over I-465. ELEV.  775.11 
 
DECATUR 43   Destroyed 6/22/05   TG 
 
General coordinates: 9000W & 5000S 
Sec. 4-14-2: Indiana State Highway Comm, a bronze disk, stamped MAR G-163 
set 7.5' S of the N end of the E curb of a bridge on Bridgeport Road over I-70.  

ELEV.  770.83 
 
DECATUR 44  Destroyed 6/22/05  TG 
 
General coordinates: 4000S & 7500W 
Sec. 26-15-2:  Indiana State Highway Comm, a bronze disk, stamped MAR G-164 
set 7.4' E of the W end of the N curb of a bridge on Hanna Avenue over I-70. 
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 ELEV.  823.67 
DECATUR 44A   Destroyed 6/22/05  TG 
 
General coordinates: 4000S & 8300W 
Sec. 27-15-2: a chiseled square in center of W concrete headwall of culvert under Brushwood Road, 
1000' N of Hanna Avenue. ELEV.  752.95 
 
DECATUR 44B  Destroyed 6/23/05  TG 
 
General coordinates: 3447S & 8900W 
Sec. 28-15-2: SW corner of porch slab at 3447 Bridgeport Road & Seerley Road area.  

ELEV.  745.12 
 
DECATUR 44C   Destroyed 6/23/05  TG 
 
General coordinates:3447S & 8900W 
Sec. 28-15-2: Indiana Flood Control and Water Resources, stamped MAR 171 
a bronze tablet 50' S of centerline of Seerley Road and 16.5' E of centerline of Bridgeport Road.ELEV.  744.708 
 
DECATUR 45   Destroyed 6/23/05  TG 
 
General coordinates: 6100W & 3800S 
Sec. 25-15-2:  Indiana State Highway Comm, bronze disk, stamped MAR G-165 set 6.7' S of the N 
end of the E curb of a bridge on High School Road over I-70.   ELEV.  778.82 
 
DECATUR 46 
 
General coordiantes: 6100W & 3800S 
Sec. 25-15-2:  Indiana State Highway Comm, bronze disk, stamped MAR G-166 set 6.3' N of the S 
end of the W sidewalk of the ramp bridge connecting N bound I-465 with W bound I-70 and passing 
over I-70. ELEV.  781.61 
 
DECATUR 47 
 
General coordinates: 6100W & 3800S 
Sec. 25-15-2: Indiana State Highway Comm, bronze disk, stamped MAR G-170 set on NW corner of 
E bound lane bridge of I-70 over I-465, 6.7' E of the W end of the sidewalk.  

ELEV.  767.38 
 
DECATUR 48  Destroyed  6/23/05  TG 
 
Sec. 28-15-2: Indiana Flood Control  ELEV.  734.094 General coordinates: 8900W & 4000S 
 and Water Resources , TBM. A chiseled triangle on the S end of the W headwall, 9' W of the 
centerline of Bridgeport Road, 2' N of the S end of the headwall, 0.8' above the roadway. 
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DECATUR 49 
 
General coordinates: 6100W & 3800S 
Sec. 25-15-2: Indiana State Highway Comm. bronze disk, stamped MAR G-170 
set on the NW corner of the E bound lane bridge at the junction of I-70 and the W leg of I-465., 6.7' E 
of the W end of the sidewalk. ELEV.  767.38 
NOTE: same as D47 
 
DECATUR 50  Destroyed 6/23/05  TG 
 
General coordinates: 5000W & 5000S 
Sec. 31-15-3: Indiana State Highway Comm, bronze disk, stamped MAR G-353 set in the S end of 
the E sidewalk of bridge on Mann Road over I-465. 
REPLACES D-39(MAR G-91 destroyed) ELEV.  719.580 
 
 
23001 
BENCHMARK NUMBER: 23001 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
General coordinates: 7700S & 8600W 
Section 16 Township 14 Range 2 Southwest Quarter 
 
BENCHMARK IS: MCSO BENCHMARK DISK 
 
Description of benchmark location: 
 
To reach mark go 0.07 mile northeast along State Road 67 (Kentucky Avenue) from its intersection 
with the Marion-Hendricks County line. Benchmark is a standard Marion County Surveyor 4-inch 
diameter bronze tablet. Set in the north end of the southeast headwall of a 39-foot long culvert of 
the railroad tracks (Indiana Southern Line). Railroad tracks are west of State Road 67. Six- (6) feet 
southwest of the northeast end of the east most headwall, 8.5 feet southeast of the southeast rail. 
Benchmark is about level with the top of the rail. Disk is stamped 23001. 
ERRONEOUS 8-1997 ELEVATION: 231.632 METERS  
CORRECT   6-23-99 ELEVATION:231.636 METERS  
 
Date: Circuit was run August 1997. B.M. Circuit was run from: NGS C-65 
DECATUR TOWNSHIP LOOP #1 
Error & adjustment of LOOP: ADJUSTED 6-23-99 A 0.023-m difference between published 
NGS data at C-65 and G-64. Difference was pro-rated equally among the turns.  
NAVD '88 
                                                                                        ELEVATION: 231.636 METERS   
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23002 
BENCHMARK NUMBER: 23002 
DECATUR TOWNSHIP  
BRIDGEPORT QUAD 
General coordinates: 6000S  & 7300W 
Section 3 Township 14 Range 2 
 
BENCHMARK IS: MCSO BENCHMARK DISK 
 
Description of benchmark location: 
 
To reach mark from the intersection of I-465 and State Road 67 (Kentucky Avenue) go 2.2 miles 
southwest along SR 67 to Mendenhall Road. Benchmark is a standard Marion County Surveyor 4-inch 
diameter bronze tablet set in the southwest quadrant of intersection on the south concrete bent of the 
trestle of the Indiana Southern Rail line.  Southwest 104 feet along track from the south end of the 
crossing, 77 feet northeast of a mag nail set in the northwest side of a power pole 36 inches up, 5 feet 
northwest of the west rail, about 0.40 feet below the top of the rail. Disk is stamped 23002. 
ELEVATION: 238.061 METERS.  ERRONEOUS 
ELEVATION: 238.079 METERS.   CORRECTED  
 
Date: Circuit was run in August 1997 B.M. Circuit was run from NGS C-65  
DECATUR TOWNSHIP LOOP #1 
Error & adjustment of LOOP ADJUSTED 6-23-99 A 0.023-m difference between published NGS 
data at C-65 and G-64. Difference was pro-rated equally among the turns.  
NAVD '88 
 
ELEVATION 238.079 METERS 
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23003 
BENCHMARK NUMBER: 23003 
General coordinates: 5000S & 6300W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 35 Township 15 Range 2 Southeast Quarter 
 
BENCHMARK IS: MCSO BENCHMARK DISK 
 
Description of benchmark location: 
 
Located in southwest Indianapolis in Section 35, Township 15 North, Range 2 East. To reach mark 
from the intersection of I-465 and State Road 67 (Kentucky Avenue) go southwest along SR 67 to 
High School Road.  Benchmark is a standard Marion County Surveyor 4-inch diameter bronze tablet is 
set on the southeast limestone bent of the trestle of the Indiana Southern Rail line over Kollman Branch 
of Dollar Hide Creek. 100 feet south west along track from the southwest end of the parking lot for the 
McDonald's /Amoco, 31 feet southwest of a wooden ATT underground signpost, 11 feet southeasterly 
of the centerline of the tracks. Benchmark is about 7 feet below the top of the rail. Disk is stamped 
23003.  
ELEVATION: 228.041 METERS. ERRONEOUS 
ELEVATION: 228.055 METERS. CORRECTED 
 
Date Circuit was run in August 1997. B.M. Circuit was run from NGS C-65  
DECATUR TOWNSHIP LOOP #1 
Error & adjustment of LOOP ADJUSTED 6-23-99 A 0.023-m difference between published NGS 
data at C-65 and G-64. Difference was pro-rated equally among the turns 
NAVD '88 
                                                                                              ELEVATION 228.055 METERS 
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23004 
BENCHMARK NUMBER: 23004 
General coordinates: 3750S & 5000W 
DECATUR TOWNSHIP 
MAYWOOD QUAD 
Section 30 Township 15 Range 3 Southwest Quarter 
 
BENCHMARK IS: MCSO BENCHMARK DISK 
 
Description of benchmark location: 
To reach mark from the intersection of I-465 and State Road 67 (Kentucky Avenue) go northeast 
along SR 67 about 1 mile. Benchmark is set in the top center of a headwall on the south side of the 
entrance to address 2752 South Kentucky Avenue, 85 feet southeast from the southeast corner of 
the block building (2752), 24 feet southwest of the centerline of the asphalt drive to the address, 
20.5 feet northeast from the centerline the Indiana Southern Rail line, 6.6 feet southwesterly from 
the wooden rail road crossing sign post. 
Benchmark is a standard Marion County Surveyor 4-inch diameter bronze tablet stamped 23004. 
 
Date: Circuit was run in August 1997.         B.M. Circuit was run from NGS C-65 
DECATUR TOWNSHIP LOOP #1 
Error & adjustment of LOOP ADJUSTED 6-23-99 A 0.023-m difference between published 
NGS data at C-65 and G-64. Difference was pro-rated equally among the turns.  
ELEVATION: 224.558 METERS. ERRONEOUS 
ELEVATION: 224.566 METERS CORRECTED 
 
NAVD '88 
ELEVATION: 224.566 METERS 
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23005 
BENCHMARK NUMBER: 23005 
General coordinates: 3500S  & 4200W 
DECATUR TOWNSHIP 
MAYWOOD QUAD 
Section 30 Township 15 Range 3 
 
BENCHMARK IS: INDIANA STATE HIGHWAY TABLET 
 
Description of benchmark location: 
 
Benchmark is 250 feet north of the intersection of Mann Road and State Road 67 
(Kentucky Avenue). Benchmark is a standard Indiana State Highway tablet set in the west 
end of the north side of the reinforced concrete span bridge of SR.67 over Seerley Creek. 
Benchmark is stamped MAR G-32.  
ELEVATION: 215.524 METERS STATE HIGHWAY 
ELEVATION: 215.401 METERS ERRONEOUS 
ELEVATION: 215.395 METERS CORRECT MCSO from NGS C-65. 
 
Date: Circuit was run in August 1997.    B.M. Circuit was run from NGS C-65 
DECATUR TOWNSHIP LOOP #1 
Error & adjustment of LOOP ADJUSTED 6-23-99 A 0.023-m difference between published NGS 
data at C-65 and G-64. Difference was pro-rated equally among the turns. 
 
NAVD '88 
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ELEVATION: 215.395 METERS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
2007 
BENCHMARK NUMBER: 2007 
General coordinates: 3500S & 4200W 
DECATUR TOWNSHIP 
Section 30 Township 15 Range 3 Northeast Quarter 
DECATUR TOWNSHIP 
MAYWOOD QUAD 
BENCHMARK IS: INDIANA STATE HIGHWAY DISK 
 
Description of benchmark location:  
 
ALSO DECATUR 33 
Indiana State Highway Commissioners, bronze disk, stamped MAR G-33, Kentucky Avenue 
0.6 mile SW of Holt Road on top of southwest end of the northwest curb on Kentucky Avenue 
bridge over Mars Ditch 
ELEVATION: 212.543 IND. STATE HIGHWAY 
ELEVATION: 212.414 METERS. RAN BY MARION COUNTY SURVEYORS.  
 
Date Ran June 1999: B.M. Circuit was run from MCSO 23005/NGS 65 
WAYNE TOWNSHIP LOOP #1 
Error & adjustment of LOOP Misclosure of 0.010 meter was distributed equally among turns 
 
NAVD '88 
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ELEVATION: 212.414 METERS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
2006 
BENCHMARK NUMBER: 2006 
General coordinates: 7000S  & 4200W 
DECATUR TOWNSHIP 
MAYWOOD QUAD 
Section 18 Township 14 Range 3 
 
BENCHMARK IS: MARION COUNTY BENCHMARK DISK 
 
Description of benchmark location: 
 On the Southport Road bridge over White River. The disk is set in the  
Top of the West End of the northeast curb of the bridge.  
+/- 15.5 feet east of the northwest end of bridge handrail,  
+/- 15.7 feet north of the centerline of Southport Rd. 
+/- 39 feet west of the west most support column 
and +/- 0.7 feet above the bridge deck 
                                  11-13-98(Erroneous)            IFC.     Elevation 781.453 Feet  
                                   8-13-99(CORRECTED)       IFC      Elevation 691.453 Feet ‘29 
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08-13-99 A new elevation of 210.352 meters was established on this monument. This new Meter 
elevation is based on the NGS benchmark G-64 and is in NAVD’88 Datum. 
 
Date:  8-13-99 B.M. Circuit was run from P-23 
DECATUR TOWNSHIP LOOP #2 
Error & adjustment of LOOP  ERROR OF 0.004 FOOT WAS FOUND NO ADJUSTMENT 
DONE. 
 
INDIANA FLOOD CONTROL DATUM ‘29 
ELEVATION: 691.453 FEET 
 
                                   8-13-99 NGS NAVD ’88                 Elevation 210.352 meters 
 
 
 
 
 
 
 
 
 
 
 
 
 
2008 
BENCHMARK NUMBER: 2008 
General coordinates: 5200S & 6300W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 2 Township 14 Range 2 Northeast Quarter 
 
BENCHMARK IS: MARION COUNTY BENCHMARK DISK STAMPED 2008 
 
Description of benchmark location: 
MCSO disk set in 40”x10” concrete post  at the southeast corner of the Decatur Township Fire 
department . Disk is 126-ft southwest of the flagpole. 19 ft north of the asphalt drive along the south 
side of building. 6.4 ft south of the concrete apron to fire station. 1 ft eat of the southeast corner of 
the building. 
 
Date: August 1999 B.M. Circuit was run from MCSO 2014/ NGS G-64 
DECATUR TOWNSHIP LOOP #3 
Error & adjustment of LOOP Error of 0.0107 was adjusted equally among the turns. 
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NAVD '88 
 
ELEVATION:  229.410  METERS 
 
 
 
2009 
BENCHMARK NUMBER: 2009 
General coordinates: 6000S & 6300W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 1 Township 14 Range 2 Southwest Quarter 
 
BENCHMARK IS: RAIL ROAD SPIKE IN OCTAGONAL PLATE 
 
Description of benchmark location: 
 
BENCHMARK is in the west side of power pole # 1-1714-A. 41 ft east of High School Road. 
16-ft n of the extended centerline of Milhouse Road 1.65 ft up from ground. 0.12 ft out from pole. 
Mag nail with MCSO brass washer set below spike. 
 
Date: August 1999 B.M. Circuit was run from MCSO 2014/ NGS G-64 
DECATUR TOWNSHIP LOOP #3 
Error & adjustment of LOOP Error of 0.0107 was adjusted equally among the turns. 
 
NAVD '88 
 

EL
EVATION: 227.068 METERS 
 
2010 
BENCHMARK NUMBER: 2010 
General coordinates: 6000S & 7300W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 11 Township 14 Range 3 Northwest Quarter 
 
BENCHMARK IS: RAILROAD SPIKE 
 
Description of benchmark location: 
 
A set in the west side of a power pole with no number in the southeast quadrant of the intersection of 
Milhouse Road and Mendenhall Road. 25 feet south of the centerline of Milhouse Road, 22 feet east of the 
centerline of Mendenhall road, 1.1 feet above the ground, and extending 0.11 feet from the pole.   
 



 
 
 

20 

Date AUGUST 1999: B.M. Circuit was run from NGS G-64 
 
DECATUR TOWNSHIP LOOP #3 
 
Error & adjustment of LOOP Error of 0.0162 was adjusted equally among the turns. 
 
NAVD '88 

EL
EVATION 236.173 METERS 
 
 
2011 
BENCHMARK NUMBER: 2011 
General coordinates: 6500S & 7300W 
DECATUR TOWNSHIP  
BRIDGEPORT QUAD 
Section 10 Township 14 Range 2 Southwest Quarter 
 
BENCHMARK IS: RAILROAD SPIKE 
 
Description of benchmark location: 
 
Set in the east side of a power pole number 64-741-Z in the southwest quadrant of the intersection of Mills 
Road and Mendenhall Road. 16 feet south of the centerline of Mills Road, 23 feet west of the centerline of 
Mendenhall road. 1.9 feet above the ground, and extending 0.17 feet from the pole, having a Mag Nail with 
a brass MCSO washer set above it 
 
Date: AUGUST 1999 B.M. Circuit was run from NGS G-64 
DECATUR TOWNSHIP LOOP #3 
Error & adjustment of LOOP Error of 0.0107 was adjusted equally among the turns. 
 
NAVD '88 

EL
EVATION: 232.246 METERS 
 
 
 
2012 
BENCHMARK NUMBER: 2012 
General coordinates: 7000S   & 7300W 
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DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 14 Township 14 Range 2 Northwest Quarter 
 
BENCHMARK IS: A 3”x3”CUT SQUARE 
 
Description of benchmark location: 
 
A cut square in the southeast wing wall of the Camby Road bridge over a ditch. Approximately 150 feet 
east of Mendenhall Road, 14 feet south of the centerline of Camby Road, 5 feet east of the east end of the 
south handrail, 2.5 feet west of the east end of the southeast wing wall, level with the road.  
 
Date AUGUST 1999: B.M. Circuit was run from NGS G-64 
Decatur Township Loop #3 
Error & adjustment of LOOP Error of 0.0107 was adjusted equally among the turns 
 
NAVD '88 
 

EL
EVATION: 225.874 METERS 
 
2013 
BENCHMARK NUMBER: 2013 
General coordinates: 7000S & 7900W  
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 10 Township 14 Range 2 Southwest Quarter 
 
BENCHMARK IS: RAILROAD SPIKE 
 
Description of benchmark location: 
 
Set in the south side of pole # 22-741Y. Pole is 13 ft north of Camby road, 68 feet west of Reynolds 
Road. Spike is 1.1 ft up from ground, 0.15 ft out from pole. A mag nail with a brass MCSO washer set 
above spike. 
  
Date Ran June 1999: B.M. Circuit was run from NGS G-64 
DECATUR TOWNSHIP LOOP #3 
Error & adjustment of LOOP 0.0189 meter was adjusted equally among turns 
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NAVD '88 
EL

EVATION: 235.207 METERS 
 
2015 
BENCHMARK NUMBER: 2015 
General coordinates: 8000S & 8800W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 21 Township 14 Range 02 Northeast Quarter 
 
BENCHMARK IS: A 3in. X 3 1/2in. CUT SQUARE 
 
Description of benchmark location: 
 
Benchmark is on the top of the southeast wing wall of the Mooresville Road bridge over creek to 
ponds. +/- 0.5 mile west of Trotter Road. 13 ft. south of the centerline of Mooresville Road.  
6 ft. east of the centerline of the bridge. 3.4 ft below the top of the hand rail. 
 
Date:  June 1999.B.M. Circuit was run from NGS G-64 
DECATUR TOWNSHIP LOOP #4 
Error & adjustment of LOOP 0.0189 meter was adjusted equally among turns. 
NAVD '88 
 

EL
EVATION: 236.292 METERS 
 
 
2014 
BENCHMARK NUMBER: 2014 
General coordinates: 8000S & 8300W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 15 Township 14 Range 2 Southwest Quarter 
 
BENCHMARK IS: A RAILROAD SPIKE WITH 2 3/4 in. WASHER 
 
Description of benchmark location: 
 
BENCHMARK IS set in the south side of light pole # 8-771YA. Light pole is in the northeast quadrant 
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of the intersection of Trotter Road and Mooresville Road. Spike is angled down and has a mag nail with 
a brass MCSO washer set above spike. Spike is 0.6 ft up from ground. 0.2 ft out from pole face, 18 
feet east of Trotter Road, 25 feet north of Mooresville Road. 
 
Date June 1999: B.M. Circuit was run from NGS G-64 
DECATUR TOWNSHIP LOOP #4 
Error & adjustment of LOOP 0.0189 meter was adjusted equally among turns 
 
NAVD '88 
                                                                                         ELEVATION: 241.888 METERS 
 
 
 
 
2016 
BENCHMARK NUMBER: 2016 
General coordinates: 7901S & 9300W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 16 Township 14 Range 2 Southwest Quarter 
 
BENCHMARK IS: A  MCSO BENCHMARK DISK STAMPED 2016 
 
Description of benchmark location:  
MCSO disk at friends wood Baptists church located at 7901 south Kentucky avenue. 
83 ft northwest of a well head, 31 ft northeasterly from the north edge of the asp[halt paving for the entrance 
to church. 23 ft southwest of a 12”x12” x14” wood post. 19.5 ft southeasterly of the south edge of 
pavement to Kentucky avenue. Disk is set in a 10 inch diameter 40-inch deep concrete post 
 
Date June 1999: B.M. Circuit was run from NGS G-64 
DECATUR TOWNSHIP LOOP #4 
Error & adjustment of LOOP 0.0189 meter was adjusted equally among turns 
 
NAVD '88 

EL
EVATION: 227.837 METERS 
 
 
 
2017 
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BENCHMARK NUMBER: 2017 
General coordinates: 6000S & 6300W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 11 Township 14 Range 2 Southeast Quarter 
 
BENCHMARK IS: RAIL ROAD SPIKE 
 
Description of benchmark location: 
Set in the west side of power pole number 711-743 in the southwest quadrant of the intersection of 
Mills Road and Mooresville Road. 93 feet south of the centerline of Mills Road. 25 feet east of the 
centerline of Mooresville road, 1.0 feet above the ground, extending 0.12 feet from the pole, having a 
Mag Nail with brass MCSO washer set above it.  
 
Date AUGUST 1999: B.M. Circuit was run from MCSO 2014/ NGS G-64 
Decatur Township Loop #5 
Error & adjustment of LOOP Error of 0.0107 was adjusted equally among the turns. 
 
NAVD '88 

EL
EVATION: 225.743 METERS 
 
 
 
2018 
BENCHMARK NUMBER: 2018 
General coordinates: 7000S & 6600W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 14 Township 14 Range 2 Southeast Quarter 
 
BENCHMARK IS: RAIL ROAD SPIKE 
 
Description of benchmark location: 
 
A railroad spike set in the west side of a power pole number 743 in the southwest quadrant of the 
intersection of Camby Road and Mooresville Road, 15 feet south of the centerline of Camby Road. 81 feet 
west of the centerline of Mooresville road, 1.0 feet above the ground, extending 0.12 feet from the pole, 
having a Mag Nail with a brass MCSO washer beside it.  
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Date:  August 99 B.M. Circuit was run from MCSO 2014 / NGS- G64 
 Decatur Township Loop #5 
Error & adjustment of LOOP Error of 0.0107 was adjusted equally among the turns. 
 
NAVD '88 

EL
EVATION: 224.025 METERS 
 
 
 
 
2019 
BENCHMARK NUMBER: 2019 
General coordinates: 7400S & 6800W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 14 Township 14 Range 2 Northeast Quarter 
 
BENCHMARK IS: A 3in. X 3in. CUT SQUARE 
 
Description of benchmark location: 
 
Benchmark is on the top of the southwest curb of the Mooresville Road bridge over Goose Creek. 
18.4 ft. west of the centerline of Mooresville Road. 75 ft +/- North of Southport Rd.  
1.2 ft. north of the south end of curb. 0.9 ft above the bridge deck. 
 
Date: AUGUST 1999 B.M. Circuit was run from MCSO 2014 / NGS G-64 
& LOOP # DECATUR TOWNSHIP LOOP # 5 
Error & adjustment of LOOP Error & adjustment of LOOP Error of 0.0107 was adjusted equally among 
the turns. 
 
NAVD '88 
 

                                                                                 ELEVATION: 217.075 METERS 
2020 
BENCHMARK NUMBER: 2020 
General coordinates: 7500S & 6500W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 14 Township 14 Range 2 Northeast Quarter 



 
 
 

26 

 
BENCHMARK IS: MARION COUNTY BENCHMARK DISK 
 
Description of benchmark location: 
  
Benchmark is set in the top of the southeast curb/walk of the Southport Road Bridge over Goose 
Creek 150+/- East of Mooresville Rd. 18 ft. south of the centerline of Southport road. 37 ft east 
of the centerline of the bridge. 0.90 ft above the bridge deck. STAMPED 2020. 
 
 
Date: August 1999 B.M. Circuit was run from MCSO 2014 NGS G-64 
DECATUR TOWNSHIP LOOP #6 
Error & adjustment of LOOP Error of 0.0107 was adjusted equally among the turns. 
 
NAVD '88 

ELEVATION: 217.201 METERS 
 
 
 
 
 
2021 
BENCHMARK NUMBER: 2021 
General coordinates: 7700S & 6800W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 14 Township 14 Range 2 Southwest Quarter 
 
BENCHMARK IS: Cut Square 3”x3” 
 
Description of benchmark location: 
In the south end of the west headwall of a Mooresville Road culvert over a ditch, south of the Church of 
Christ at 7704 Mooresville Road in West Newton. Approximately 160 feet south of the centerline of 
Mooresville Road at the intersection with Mendenhall Road, 18 feet west of the centerline of Mooresville 
Road, 0.7 feet north of the south end of the west headwall, 1.5 below the road.   
 
Date: AUGUST 1999B.M. Circuit was run from MCSO 2014 NGS G-64 
& LOOP # Decatur Township Loop # 5 
Error & adjustment of LOOP Error of 0.0107 was adjusted equally among the turns 
 



 
 
 

27 

NAVD '88 
EL

EVATION: 224.464 METERS 
2022 
BENCHMARK NUMBER: 2022 
General coordinates: 8000S & 7300W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 14 Township 14 Range 2 Southwest Quarter 
 
BENCHMARK IS: Cut Square 3”x3”  
 
Description of benchmark location: 
In the east end of the north head wall of Mooresville Road over a lake branch, approximately 200 feet east 
of Paddock Road, 17 feet north of the centerline of Mooresville Road, 0.6 feet west of the east end of the 
north headwall, about 1 foot above the road.  
 
Date: AUGUST 1999 B.M. Circuit was run from MCSO 2014 NGS G-64 
Decatur Township Loop #5 
Error & adjustment of LOOP Error & adjustment of LOOP Error of 0.0107 was adjusted equally among 
the turns 
 
NAVD '88 

EL
EVATION: 223.506 METERS 
 
 
 
2023 
BENCHMARK NUMBER: 2023 
General coordinates: 8000 S & 7800W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 22 Township 14 Range 2 Northeast Quarter  
 
BENCHMARK IS: Cut Square 3”x3” 
 
Description of benchmark location: 
 
A cut square in the west end of the north head wall of Mooresville Road over a ditch, approximately 0.5 
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miles west of Paddock Road, 12 feet north of the centerline of Mooresville Road, 4.3 feet east of the west 
end of the north headwall, 2.0 feet above the road.  
 
Date: AUGUST 1999 B.M. Circuit was run from MCSO 2014 NGS G -64 
Decatur Township Loop #5 
Error & adjustment of LOOP Error of 0.0107 was adjusted equally among the turns. 
 
NAVD '88 
 

EL
EVATION: 238.573 METERS 
 
2024 
BENCHMARK NUMBER: 2024 
General coordinates: 5500S & 5800W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 1 Township 14 Range 2 
 
BENCHMARK IS : A 4" x 4" CUT SQUARE. 
 
Description of benchmark location: 
 
A 4" x 4" cut square in Northeast wing wall of the Furnas Road bridge over Dollar Hide Creek.  +/- 0.5 
mile east of Mooresville Rd. 26 ft. East of center line Furnas Road.  47 ft. North of center line creek.  2.7 
ft. below side walk. 
 
Date:  August 1999 B.M. Circuit was run from MCSO 2033 NGS G-64 
DECATUR TOWNSHIP LOOP #6 
Error & adjustment of LOOP Error of 0.011 was adjusted equally among the turns. 
 
NAVD '88 

EL
EVATION: 215.824 METERS 
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2025 
BENCHMARK NUMBER: 2025 
General coordinates: 5500S & 5600W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 1 Township 14 Range 2 
 
BENCHMARK IS: RAIL ROAD SPIKE 
 
Description of benchmark location: 
  
A railroad spike in West Side of power pole #6-685-B.  47 ft. North of Epler Avenue.  15 ft. East of 
Tincher Road.  Mag nail with MCSO washer set next to spike.  1.0 ft. up, 0.14 ft out.. 
 
Date: AUGUST 1999 B.M. Circuit was run from MCSO 2033 NGS G-64 
 DECATUR TOWNSHIP LOOP #6 
Error & adjustment of LOOP Error of 0.011 was adjusted equally among the turns. 
 
NAVD '88 

EL
EVATION: 224.357 METERS 
 
 
2026 
BENCHMARK NUMBER: 2026 
General coordinates: 6800S & 5200W 
DECATUR TOWNSHIP 
MAYWOOD QUAD 
Section 7 Township 14 Range 3 Northwest Quarter 
 
BENCHMARK IS: A 4" X 4" CUT SQUARE. 
 
Description of benchmark location: 
 
A cut in the square southeast wing wall of the Mann Road bridge over Dollar Hide Creek. 
 +/-.25 mile north of Mills Rd. 52 ft. south of centerline of creek, 21.5 ft. east of centerline Mann Road. 
 Level with roadway.  1.0 ft. east of guardrail. 
 
Date: August 1999 B.M. Circuit was run from MCSO 2033 NGS G-64 
DECATUR TOWNSHIP LOOP #6 
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Error & adjustment of LOOP Error of 0.011 meter was adjusted equally among the turns. 
 
NAVD '88 

EL
EVATION: 208.643 METERS 
 
2027 
BENCHMARK NUMBER: 2027 
General coordinates: 6500S & 5800W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 12 Township 14 Range 2 
 
BENCHMARK IS:  A RAIL ROAD SPIKE. 
 
Description of benchmark location: 
A railroad spike south side of power pole #19-714B.  25 ft west of Kellum Drive.  29 ft  north of Mills 
Road.  1.2 ft up.   0.12 out.  MCSO washer with mag nail set beside spike. 
 
Date: AUGUST 1999 B.M. Circuit was run from  MCSO 2017 NGS G-64 
DECATUR TOWNSHIP LOOP #7 
Error & adjustment of LOOP Error of 0.011 meter was adjusted equally among the turns. 
 
NAVD '88 

                                                           ELEVATION 220.595 METERS 
 
 
 
 
 
 
 
 
 
2028 
BENCHMARK NUMBER: 2028 
General coordinates: 6925S & 5000 W 
DECATUR TOWNSHIP 
MAYWOOD QUAD 
Section 7 Township 14 Range 3 Southwest Quarter 
 
BENCHMARK IS: RAIL ROAD SPIKE 
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Description of benchmark location: 
 
A railroad spike west side of power pole #200-746.  24 ft. east of Mann Road.  123 ft. north of Southport 
Road.  100 ft. south of drive to 6925 Mann Road.  0.90 up.  0.15 out.   MCSO washer with mag nail set 
beside spike. 
 
Date: AUGUST 1999 B.M. Circuit was run from MCSO 2033 NGS G-64 
DECATUR TOWNSHIP LOOP #7 
Error & adjustment of LOOP Error of 0.011 METER was adjusted equally among the turns. 
 
NAVD '88 

EL
EVATION: 210.914 METERS 
 
 
2029 
BENCHMARK NUMBER: 2029 
General coordinates: 7100S & 5100W 
DECATUR TOWNSHIP 
MAYWOOD QUAD 
Section 18 Township 14 Range 3 Northwest Quarter 
BENCHMARK IS: A RAIL ROAD SPIKE 
 
Description of benchmark location: 
 
A railroad spike west side of power pole with light #19-746.  162 ft. north of Southport Road.  20 ft. west 
of Mann Road.  1 ft. up.   0.12 out.  MCSO washer with mag nail set beside spike. 
 
Date: AUGUST 1999 B.M. Circuit was run from 2033 NGS G-64 
DECATUR TOWNSHIP LOOP #7 
Error & adjustment of LOOP Error of 0.011 was adjusted equally among the turns. 
 
NAVD '88 
                                                                                       ELEVATION: 211.661 METERS   
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2030 
BENCHMARK NUMBER: 2030 
General coordinates: 7200S & 5225W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 13 Township 14 Range 2 Northeast Quarter 
 
BENCHMARK IS: A CUT SQUARE. 
 
Description of benchmark location: 
  
At 5225 W. Southport Road a 4" x 3" cut square in the east end of the south handrail of box culvert over 
Mann Creek.  17.4 ft. S. of center line Southport Road.  1.7 ft. W. of E. end handrail.  2 ft. above 
roadway. 
        
Date: AUGUST 1999 B.M. Circuit was run from MSCO 2033 
& LOOP # DECATUR TOWNSHIP LOOP #6 
Error & adjustment of LOOP Error of 0.011 METER was adjusted equally among the turns. 
  
NAVD '88 
                                                                                    ELEVATION: 209.284 METERS 
 
 
2031 
BENCHMARK NUMBER: 2031 
General coordinates: 7500S & 5737W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 
Section 14 Township 14 Range 2 Northeast Quarter 
 
BENCHMARK IS: A 3" x 4" CUT SQUARE. 
 
Description of benchmark location: 
 
2031 PREVIOUSLY MCSO D-19-F  
A cut square on south end of east headwall of Southport Road over ditch at 5737 Southport Road, 0.6 
N of south end.  16 ft. east of center line Southport Road. 
 
(DECATUR 19F) 
General coordinates: 5737W & 7500S Sec. 13-14-2: A chiseled 
square on S end wingwall of E headwall at 5737 W. Southport 
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Road.  ELEV.  700.82 feet) 
 
Date: AUGUST 1999 B.M. Circuit was run from MCSO 2033 NGS G-64 
 
DECATUR TOWNSHIP LOOP #6 
Error & adjustment of LOOP Error of 0.011 METER was adjusted equally among the turns. 
NAVD '88 

EL
EVATION: 213.500 METERS 
2034 
BENCHMARK NUMBER: 2034 
General coordinates: 6500S & 5200W 
DECATUR TOWNSHIP 
MAYWOOD QUAD 
Section 7 Township 14 Range 3 Northwest Quarter 
 
BENCHMARK IS: RAIL ROAD SPIKE. 
 
Description of benchmark location: 
  
A railroad spike east side of power pole #4-716.  31 ft north of centerline of Mills Road.  82-ft west 
centerline Mann Road.  1 ft.up.  0.15 out.  MCSO washer with mag nail set beside spike. 
 
Date: AUGUST 1999 B.M. Circuit was run from MCSO 23033  / NGS G-64 
DECATUR TOWNSHIP LOOP #6 
Error & adjustment of LOOP Error of 0.011 METER was adjusted equally among the turns. 
 
NAVD '88 

ELEVATION: 214.509 METERS 

 
 
 
 
2032 
BENCHMARK NUMBER: 2032 
General coordinates: 7500S & 6000W 
DECATUR TOWNSHIP 
MAYWOOD QUAD 
Section 13 Township 14 Range 2 Northwest Quarter 
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BENCHMARK IS: 4”X3.5” CUT SQUARE  
Description of benchmark location: Cut square is on the top of a round concrete sewer casting. Square is 
cut into the southwest quadrant of the casting. Casting located +/-150 ft west of Cordova dr. The entrance 
to Cross Field addition. 54 ft north of the centerline of Southport Rd., 41 ft southeast of the southeast 
corner of the Ameritech pedestal concrete base, 1.5 ft from the center of the manhole lid. The rim of 
manhole stamped MCSO TBM 2032 
 
Date: AUGUST 1999 B.M. Circuit was run from MCSO 23033  / NGS G-64 
& LOOP # DECATUR TOWNSHIP LOOP #6 
Error & adjustment of LOOP Error of 0.011 METER was adjusted equally among the turns. 
 
NAVD '88 

ELEVATION: 218.433 METERS 

 
 
 
2036 
BENCHMARK NUMBER: 20365 
General coordinates: 5500S & 6300W 
DECATUR TOWNSHIP 
MAYWOOD QUAD 
Section 2 Township 14 Range 2 Northeast Quarter 
 
BENCHMARK IS: SOUTH MOST FLANGE BOLT OF FIRE HYDRANT  
Fire hydrant located at the entrance to the Decatur township Fire station and township office building on 
High School Road .  
 
 
Date: August 1999 B.M. Circuit was run from MCSO 2014/ NGS G-64 
DECATUR TOWNSHIP LOOP #3 
Error & adjustment of LOOP Error of 0.0107 was adjusted equally among the turns. 
 
NAVD '88 

ELEVATION: 229.628 METERS 

 
2035 
BENCHMARK NUMBER: 2035 
General coordinates: 5000S &4400W 
DECATUR TOWNSHIP 
BRIDGEPORT QUAD 



 
 
 

35 

Section 6 Township 14 Range 3 Northwest Quarter 
 
BENCHMARK IS: USC & GS DISK 
 
2035 PREVIOUSLY DECATUR 13 
USC & GS DISK stamped 116-M, 722, 1945, USC & GS,  
Disk is 20 ft  east of Mann Road, 15 ft  north of the extended  centerline of Epler Avenue  
PREVIOUS ELEVATION 721.22 ft NAVD29 
  
Date: AUGUST 1999 B.M. Circuit was run from MCSO 23033  / NGS G-64 
DECATUR TOWNSHIP LOOP #6 
Error & adjustment of LOOP Error of 0.011 METER was adjusted equally among the turns. 
 
NAVD '88 

EL
EVATION 219.557 METERS 
 
 


